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Congratulations on your new FUJI Mats!!  You’ve got something great going, here are some tips on 

getting them installed perfectly! 

Mat Size: 1 x 2 meter (half mats: 1 x 1 meter)  
1 m = 39.4” [appx 3’3”] 
2 m = 78.8” [ appx 6’6”] 
 
Chances are your room isn’t square, so you may want to make adjustments at cut locations or add shims 

beneath your trim work or wall pads.  

Choose your favorite Pattern, there’s no wrong choice!

Brick Pattern: Pinwheel Pattern: Subway Tile Pattern: 

 
  

 

1. Clean your space so it’s dust free. Vacuum, wet-mop, and let dry. 

2. Start in your most visible corner, lay mats snugly together and work your way out. 

a. Tip: use a finished edge at the doorway / main entrance to your space. 

3. Make your cuts last, as needed.  

Cuts: 
a. Measure the space to fill for each mat, one at a time.  Take a measurement on each end 

of the space to fill, it’s likely going to be a slight angle cut. 
A. Mark your cut on the mat with a pencil, add 1/8” to ¼” to the measurements to add 

some pressure to the layout. 

B. Cut using a large extendable knife and a straight edge.  Make the first pass lightly to 

score a line. Use several light passes to cut through the mat.  Bury the cut edge against 

the wall and the finished edge against the adjacent mats. 

For rewrapping mats for a re-finished cut edge, see Wrapping Cut Edges Instructions on our website. 

Retighten if needed, then secure in place with a framing kit or double sided tape on the perimeter row. 
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